
DEPARTMENT OF THE INTERIOR OMB No. 1004-0137
BUREAU OF LAND MANAGEMENT RIGSKlD Expires July31, 2010

5 LEASE SERIAL No: UTU-77855
APPLICATION FOR PERMIT TO DRILL OR REENTËR

6 IF INDIAN,ALLOTTEE OR TRIBE NAME:

7 IF UNIT or CA AGREEMENTNAME AND NO

la TypeofWork DRILL REENTER Icelander
8 LEASE NAME AND WELL NO.

1b. OIL GAS OTHER SingleZone Multiple Zone ARCO CHAMBERS #1-AX
2.NAMEOFOPERATOR: ALKER EXPLORATION LLC 9 APIWELL O

Energy of the Rockies LLC S-()()
3a. ADDRESS OF OPERATOR 97 North Main Street 3b. 435.835.4248 Office 10. FIELD ANDPOOL, OREXPLORAORY

Manti Utah 84642 PHONE 435.340.0557 Mobil EXPLORATORY
4. LOCATIONOF WELL (Report location clearlyand in accordance with any State requirements*) 11. SEC., T.R.M. or BLKAND SURVEY OR AREA
AtSurface 2589 FNL & 1582 FEL Horizontal 28-T15S-R13E

BHL 2508' FNL, 2030' FWL
Atproposedprod.Zone Moenkopi °'" ' '" ""' " "'¯' """"' ' ' ' ¯ •

14. Distance in miles and direction from nearest townor post office* 12. County or Parish 13. State
+/- 7 MILES SW OF EAST CARBON CITY, UTAH CARBON Utah

15. DISTANCE FROM PROPOSED* 16. No. of acres in lease 17. SpacingUnit dedicated to this well
LOCATION TO NEAREST Lease 1500 ft.
property or lease line,a. 6798 Not Assigned
(Also to nearest drig,unit line, if any)

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearestwell, drilling,completed, +/-7 miles from EDP #1 4500 ft UTB-0000341

applied for, on this lease, ft.
21. Elevations (Showwhether DF, KDB, RT,GL,etc.) 22. Approximatedate work will start* 23. Estimated duration

5452 ft, GL August 15th, 2008 30 days

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A DrillingPlan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest Lands, the 5. Operator certification
SUPO must be filed with theappropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the

BLM
25. Signiture Name (Printed/Type) Date

Steven J. Lund 2/4/2010

Title
Petroleum Engineer --se

Ap ved by ( ture) mae eEYG. HILL Date

ENVIRONMENTALMANAGER

Title Office
finderalApproval of mis
Action Is Necessary

Application approval does not warrant or certify that the applicant holds legal or equitabletitleto those rights in the subject lease which would entitle the applicant to
conduct operations thereon.
Conditions of approval, ifany, are attached.
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly, and willfullyto make to any department or agency f ed
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction. RECE1

ynizi,H W');a 92 y FEB08 2010
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DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires January 31, 2004

5 LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS UTU-77855
Do not use this form for proposals to drill or to re-enter an 6 IF INDIAN, ALLOTTEEORTRIBENAME:
abandoned well. Use Form 3160-3 (APD) for such proposals

7 UNIT or CA AGREEMENT NAME:

SUBMITIN TRIPLICATE - Other instructions on reverse side Icelander
1.TYPEOFWELL:

OIL GAS OTHER

LALNC hd E8

S #1-AX
2.NAMEOFOPERATOR: Energy of the Rockies 9.APINUMBER

Alker Exploration LLC 0
3a. ADDRESS OF OPERATOR 97 North Main Street #2 (P.O. Box 87) 3b (435) 835-424 Office 10. FIELD AND POOL, OR WILDCAT

CITY Manti STATE UT zir ## PHONE 435.340.0557 Mobil Wildcat
4. LOCATION OF WELL SWNE 11. County or Parish, State

FOOTAGEATSURFACE: 2589' FNL & 1582 FEL Carbon
QTR/QTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: 28-T15S-13E
12. CHECK APPROPRIATE BOX (ES) TO INDICATE NATURE OF NOTICE, REPORT, OR DATA

TYPE OF SUBMISSION

Notice of Intent ACIDIZE DEEPEN PRODUCTION (START/RESUME) WATER SHUT-OFF

ALTER CASING FRACTURE TREAT RECLAMATION Well Integrity

Subsequent Report CASINGREPAIR NEWCONSTRUCTION RECOMPLETE X OTHER Spudd well
X CHANGE PLANS PLUG AND ABANDON Temporarily Abandon Set New Surface

FinalAbandonmentNotice converttoInjection PLUGBACK WATERDISPOSAL Casing
13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.

If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA.Required subsequent reports shall be filed within 30 days
following completionof the involved operations. If the operation results in a multiplecompletionor recompletionin a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final AbandomnentNotices shall be filed only after all requirements, includingreclamation,have been completed, and the operator has
determined that the site is ready for final inspection.)

* Perform a mechanical integrity test

The casing failed on the MIT for the Arco Chambers #1-A (APl#43-007-30099) causing a rigskid to thisnew location
Attached please find the following for the ARCO Chambers #1-AX:
- New plat for the new well bore (50' North and 4' West of old wellbore)

B dN
rob9enriss

UTB-0000341

BHL willremain the same at 2508' FNL and 2030' FWL

14. I herby certifythat the foregoing is trueand correct

RECEIVEDNAME (Printed/Typed)

SIGNATUR

Tit Engi/neer0

Og0 0 NING
(THIS SPACE FOR FEDERAL OR STATE OFFICE USE)

Approved by

Conditions of approval, ifany are attached. Approval of this notice does not warrant or Titie Date

certifythat the applicant holds legal or equitable titleto those rights in the subject lease
which would entitle the applicant to conductoperations thereon orace

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfullyto make to any department or agency of the United
State any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on reverse) *U.S. GOVERNMENT PRINTING OFFICE 2001-773



S Ãed ENERGY OF THE ROCKIES (EOR) LLCstone e or N. Well location, ARCO CHAMBERS #1-AX, locatedT15S, R/3E, S.L.B.&M. "°"" gl as shown in the SW 1/4 NE 1/4 of Section
28, T15S, R13E, S.L.B.&M., Carbon County,
Utah.

BASIS OF ELEVATION
5291.88' (G.L.O.) SPOT ELEVATIONLOCATED AT THE NORTHEAST CORNER 01

SECTION 21, T15S, Ri3E, S.L.B.&M. TAKEN FROM THE--1

SUNNYSIDE,QUADRANGLE,UTAH, CARBON COUNTY 7.5sooo'
MINUTEQUAD. (TOPOGRAPHICMAP) PUBLISHED BY THE(G.L.O.)
UNITEDSTATES DEPARTMENTOF THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATIONIS MARKEDAS BEING 5573 FEET

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

Bottom
Ho/e 1582'

2030'
N

(Comp.)

ARCO CHAMÐERSp--AX
Elev. Ungraded Ground = 5448'

NOTE: SCALETHE PROPOSED WELLBEARS S1147'51"W
CERTIFICATE tili8082.35' FROM THE NORTHEASTCORNEROFSECTlON21, T15S, R13E, S.L.B.&M..

THIS IS TO CERTIFYTHAT THE ABOVE PRËLEGEND: -

FIELDNOTES OF ACTUALSURVEYS MA UN
SUPERVISIONAND THAT THE SAME A AND CORREC

=
90° SYMBOL

BEST OF MY KNOWLEDGEAND BEUE ' No. 161319= PROPOSED WELLHEAD.
A = SECTION CORNERS LOCATED.

REGIS D D OR
G

00'
9G 00

V -
--10 C.C. o Yrg

UDruH ENGINEERING & Ï..AND SURVETING5280.00' (G.L.O.)
BS SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789--1017
SCALE DATE SURVEYED: DATE DRAWN:1" = 1000' 10-08-08 10-22-08

AUTONOMOUSNAD 83 (TARGETBOTIOM HOLE) AUTONOMOUSNAD 83 (SURFACE LOCATION)LAllTUDE - 39'29'30.41 (39.491781) LATITUDE- 39 29'29.43" (39.491508) PARTY REFERENCESLONGITUDE= 11028'09.47" (110.469297) LONGITUDE= 110°27'48.17"
(110.463381) S T.A. T.P. S.L. G.L.O. PLAT

AUTONOMOUSNAD 27 (TARGETBOTTOMHOLE} AUTONOMOUSNAD 27 (SURFACE LOCAllON) JJ, 1954 Brass WEATHER FILE
LATlTUDE= 39°29'30.53"

(39.491814) LATITUDE= 39'29 29.55" (39.491542) Cap, 0.7' HighLONGITUDE= 110'26'06.92" (110.468589) LONGITUDE= 11027'45.62" (110.462672) Ple of Stones " HOT
ENERGY OF THE ROCKIES (EOR) 1
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC

Federal Lease #: UTU-77855
Arco Chambers #1-AX

SWNE, Section 28-Township 15S-Range 13E
Carbon County, Utah

DRILLING PROGNOSIS/Onshore order #1

NOTE: In the process of testing the surface casing on the Arco Chambers #1 for re-entry
the casing was noted to be extremely corroded. A mechanical integrity test was
conducted by pressuring up on the casing. The directive was to pressure up to 1000 psig
and hold for 10 minutes. The surface casing failed at 750 psig and flowed at about 0.5
bbl/minute. The well location will be moved 50 feet north and 4 feet west of its current
position. The new drilling prognosis is as follows:

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS

FORMATION TOP (TVD) SUB SURFACE

Entrada 2,365' + 3,105'
Carmel 2,755' + 2,715'
Navajo 3,020' + 2,450'
Kayenta 3,325' + 2,145'
Wingate 3,386' + 2,084'
Chinle 3,718' + 1,752'
Shinarump 3,958' + 1,512'
Moenkopi 4,014' + 1,456'

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS, OR MINERAL
FORMATIONS

FORMATION CONTENTS

Moenkopi 4,136' Oil/Gas/Water (Possible)

3. PRESSURE CONTROL EQUIPMENT (Schematic Attached - Figure 1)

A) Type: 11" x 3,000 psi WP double-gate BOP and 11" x 3,000 psi WP
annular BOP with hydraulic closing unit. 9-5/8" xl 1" x 3,000 psi WP
slip-on welded casing head and 11" x 7-1/16" x 3,000 psi WP tubing head.
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC

Arco Chambers #1-AX
Drilling Prognosis

Page Two

The blowout preventer will be equipped as follows:

1) One set of blind rams.
2) One set of pipe rams.
3) Drilling spool with two side outlets (choke side: 3" minimum and kill

side: 2" minimum).
4) Kill line: Two-inch minimum.
5) Two kill line valves, one of which will be a check valve (two-inch
6) Choke line: Three-inch minimum.
7) Two choke line valves: Three-inch minimum.
8) One manually operated choke: Three-inch minimum.
9) Pressure gauge on choke manifold.
10) Upper kelly cock with handle readily available.
11) Full opening internal blowout preventer or drill pipe safety valve able

to fit all connections.
12) Fillup line to be located above uppermost preventer.

B) Pressure Rating: 3,000 psi.

C) Testing Procedure:

At a minimum, the BOP, choke manifold, and all related equipment will
be pressure tested to the approved working pressure of the BOP stack (if
isolated from the surface casing by means of a test plug) or to 70% of the
internal yield strength of the surface casing (if not isolated from the
surface casing by means of a test plug). Pressure will be maintained for a
period of at least ten minutes or until requirements of the test are met,
whichever is longer.

At a minimum, this pressure test will be performed:
1) When the BOP is initially installed.
2) Whenever any seal subject to test pressure is broken.
3) Following related repairs.
4) At thirty-day intervals.

In addition to the above, the pipe rams will be activated daily, and the
blind rams will be activated each trip (but not more frequently than once
each day). All BOP tests and drills will be recorded in the IADC Driller's
Log (tour sheets).
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC

Arco Chambers #1-AX
Drilling Prognosis

Page Three

D) Choke Manifold Equipment:

All choke lines will be straight lines, unless turns use tee-blocks, or are
targeted with running tees. These lines will be anchored to prevent whip
and vibration.

E) Accumulator:

The accumulator will have sufficient capacity to close all rams (plus the
annular preventer, if applicable) and retain a minimum of 200 psi above
the precharge pressure without the use of the closing-unit pumps. The
fluid reservoir capacity will be double the accumulator capacity and the
fluid level will be maintained at the manufacturer's recommendations.
The BOP system will have two independent power sources to close the
preventers. Nitrogen bottles (three minimum) will be considered one of
these sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to
connecting the closing unit to the BOP stack and at least once every six
months thereafter. The accumulator pressure will be corrected if the
measured precharge pressure is found to be above or below the maximum
or minimum limits as specified on Onshore Oil and Gas Order Number 2.

F) Miscellaneous Information:

The blowout preventer and related pressure-control equipment will be
installed, tested, and maintained in compliance with the specifications in
and requirements of Onshore Oil and Gas Order Number 2. The choke
manifold and BOP extension rods will be located outside the rig sub-
structure. The hydraulic BOP closing unit will be located at least twenty-
five feet from the wellhead, but will be readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will
depend upon the particular drilling rig contracted to drill this hole.
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC

Arco Chambers #1-AX
Drilling Prognosis

Page Four

4. THE PROPOSED CASING AND CEMENTING PROGRAM

A) Casing Program (Surface casing was run when well was originally drilled):

SIZE INTERVAL LENGTH DESCRIPTION
9-5/8" 0' - 600' 600' 36#, 55, STC
7" 0' - 4,323' 4,323' 20#, 5, LTC

B) Cementing Program:

CASINGlHOLE SIZE CEMENT SLURRY g PPG YIELD

14" Conductor

9 5/8" - 12 1/4" Class 'G 245 15.8 1.15

CASING/HOLE SIZE CEMENT SLURRY g _P_PG YIELD

7" - 8 3/4" Class 'G' + fluid loss
additive and retarder
as required 400 15.8 1.15

5. MUD PROGRAM:

Well will be drilled with brine water and treated with bactericide. If bentonite mud is
used it will be mixed with fresh water prior to adding KCL. If attapulgite is used it will
be mixed after the 2% KCL solution is achieved.

INTERVAL WEIGHT (PPG) VISCOSITY (SEC) WL (CCS)

1,295' to 4,323' 8.5-9.5 ppg 30-60 sec 10-20 ces

Prior to drilling out surface casing, mud-up with low-solids, non-dispersed mud system
utilizing gel (10-12 ppb), caustic soda, and PHPA polymer (1/2 to ½ ppb). Treat out
cement contamination with soda ash and sodium bicarbonate. Mud weight should be
dictated by gas concentration to maintain nearly balanced conditions. Keep trip speeds
down to reduce surge-swab pressure. Keep hole full at all times. Monitor pit volume
constantly as lost circulation should be expected at all times. Sweep hole as dictated by
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Arco Chambers #1-AX
Drilling Prognosis

Page Five

hole conditions. Keep the drill pipe moving at all times. Monitor the system for the
presence of bacteria and treat out accordingly.

5. MUD PROGRAM (Continued):

INTERVAL WEIGHT (PPG) VISCOSITY (SEC) B _WL
(CCS)

KOP to TD 8.5 - 8.6 ppg 36 see >10 10 ces
(Horizontal leg)

After exiting 7" casing at 4,323', drill out with 2% KCL, gel, polymer, LSND mud
system, adding caustic soda for PH control. Add starch to keep water loss at a minimum,
adding LCM as needed with intermittent sweeps. LCM will consist of cedar fibers and
mica. In the event cedar fibers and mica are not readily available cotton seed hulls and
saw dust will be used. The Moenkopi is not expected to be over pressured, however if
conditions require an increase in mud weight, barite will be added to the mud system for
well control.

6. EVALUATION PROGRAM:

Electric Logging: It is anticipated that a log suite consisting of
(DIL/Sonic/Neutron-Density/GR/Cal)
will be run from TD to bottom of surface casing.

Drillstem Testing: None anticipated.
Coring: None anticipated.
Stimulation: No stimulation has been formulated for this test at this time. The

drill site, as proposed, will be of sufficient size to accommodate all
completion activities.

The proposed Evaluation Program may change at the discretion of the well site
geologist, with approval from the Authorized Officer, Vernal Field Office, Bureau of
Land Management.

Whether the well is completed as a dry hole or as a producer, Well Completion and
Recompletion Report and Log Form #3160-4) will be submitted to the Vernal Field
Office not later than thirty (30) days after the completion of the well or after
completion of operations being performed, in accordance with 43 CFR 3164.

Two (2) copies of all logs, core descriptions, core analyses, well test data,
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco Chambers #1-AX

Drilling Prognosis
Page Six

during the drilling, workover, and/or completion operations will be filed with Form
#3160-4. Samples (cuttings, fluids, and/or gases) will be submitted when requested by
the District Manager, of the Vernal Field Office.

7. ABNORMAL CONDITIONS

No abnormal temperatures or pressures are anticipated. A maximum bottomhole
pressure gradient of 0.43 psi per ft (8.3 ppg) is expected.

8. ANTICIPATED STARTING DATES AND MISCELLANEOUS

A. Anticipated Starting Dates:
Anticipated Commencement date - January 30, 2010
Drilling Days - Approximately 20 Days
Completion Days - Approximately 20 Days

B. Miscellaneous:

There shall be no deviation from the proposed drilling and/or workover program
as approved. Safe drilling and operating practices must be observed.

All wells, whether drilling, producing, suspended or abandoned shall be identified
in accordance with 43 CFR 3162.6. There shall be a sign or marker with the name
of the operator, the lease serial number, the well number and the surveyed
description of the well.

Any changes in operation must have prior approval from the Authorized Officer
(AO), Vernal Field Office, Bureau of Land Management. Pressure tests are
required before drilling out from under all casing strings set and cemented in
place. Blowout preventer controls will remain in use until the well is either
completed or abandoned. Preventers will be inspected and operated at least daily
to insure good mechanical working order, and this inspection will be recorded on
the daily drilling report. All BOP tests must be recorded in the daily drilling
report.

The spud date will be orally reported to the Vernal Field Office within forty-eight
(48) hours after spudding. If spudding occurs on a weekend or holiday, this report
will be called in on the next regular workday following spudding of the well.

In accordance with Onshore Oil & Gas Order Number 1, this well will be
reported on MMS Form #3160-6, Monthly Report of Operations and
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco 1-AX

month until the well is physically plugged and abandoned. This report will be
filed directly with the Royalty Management Program, Minerals Management
Service, P. O. Box 17110, Denver, Colorado 80217.

All undesirable events (fires, accidents, blowouts, spills, discharges) as specified
in NTL-3A will be reported to the Vernal Field Office. Major events will be
reported verbally within twenty-four (24) hours and will be followed with a
written report within fifteen (15) days. "Other than Major Events" will be
reported in writing within fifteen (15) days. "Minor Events" will be reported on
the Monthly Report of Operations and Production (Form #3160-6).

No well abandonment operations will be commenced without the prior approval
of the Authorized Officer. In the case of newly-drilled dry holes or failures, and
in emergency situations, oral approval will be obtained from the Vernal Field
Office Petroleum Engineer. A Notice ofIntention to Abandon (Form 3160-5) will
be filed with the Authorized Officer within fifteen (15) days following the
granting of oral approval to plug and abandon.

Upon completion of approved plugging, a regulation marker will be erected in
accordance with 43 CFR 3162.6. The following information will be permanently
placed on the marker with a plate, cap, or beaded-on with a welding torch:
Company Name, Well Name and Number, Location by Quarter/Quarter,Section,
Township, Range, and the Federal Lease Number.

A Subsequent Report of Abandonment (Form #3160-5) will be submitted within
thirty (30) days following the actual plugging of the well bore. This report will
indicate where plugs were placed and the current status of surface restoration
operations. If surface restoration has not been completed at that time, a follow-up
report on Form #3160-5 will be filed when all surface restoration work has been
completed and the location is considered ready for final inspection.

Pursuant to NTL-4A, lessees and operators are authorized to vent/flare gas during
initial well evaluation tests, not exceeding a period of thirty (30) days or the
production of fifty (50) MMCF of gas, whichever occurs first. An application
must be filed with the Authorized Officer, and approval received, for any
venting/flaring of gas beyond the initial (30) day or otherwise authorized test
period.

Not later than the B business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site, or resumes

ninety 90) days, the operator shall notify the Authorized Ofñeer by letter
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ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC

"Sundry Notice ", of the date on which such production has begun or resumed.
The notification shall provide as a minimum, the following informational items:

a. Operator name, address, and telephone number.
b. Well name and number.
c. Well location "1/4, 1/4, Section, Township, Range, P.M."
d. Date well was placed in a producing status.
e. The nature of the wells production, i.e.: crude oil casing gas, or natural gas

and entrained liquid hydrocarbons.
f. The OCS, Federal or Indian lease prefix and number on which the well is

located. Otherwise, the non-Federal or non-Indian land category, i.e.: state
or private.

Within sixty (60) days following construction of a new tank battery, a site facility
diagram of the battery showing actual conditions and piping must be submitted to
the Authorized Officer. Facility diagrams shall be filed within sixty (60) days
after existing facilities are modified. For complete information as to what is
required on these diagrams, please refer to 43 CFR 3162.7-4 (d).

Pursuant to Onshore Oil & Gas Order Number 1, lessees and operators have the
responsibility to see that their exploration, development, production, and
construction operations are conducted in such a manner which conforms with
applicable Federal laws and regulations and with State and Local laws and
regulations to the extent that such State and local laws are applicable to operations
on Federal and Indian lands.

Date: Prepared by: Steven J. Lund

Ste n J. Lund

Please direct all correspondence regarding this permit to:

Steven J. Lund
435.340.0557



JOB NUMBER TBD Noithing, ft 4371460.00 L.atitude 39.491508 +Il NorthJOB START DATE 2/15/2010 Easting, ft 546144.00 Longitude 410.463381 +I- EastJOB END DATE Elevation, ft 5448' G.E. Slot Name A.C. #1-AX
COMPANYNAME Native Navigation Vert. $ect, * 273.30 TVD Ref RKB /

AFEIAPl# 43-007-30099 Units, ft or m Feet Prol to Bit 0.00

WELL NAME Arco Chambers #1-AX Current Datum IGRF Map System NAD83
LOCATION Carbon County, UT Magnetic Date 1/29/10
RIG NAME Gunnison Field Str, nT 52045.00 270 90

REPRESENTATIVE Tim McDonald Declination, 11.55
DIRECTIONAL DÑLLERS Monte Archer / Damell McQuitty Dip Angle, * 65.28 -Mag North,

MWD COMPANY Native Navigation Mag North, *11.55 22 TrueNorth,*
MWD PERSONNEL Tom Hartley / KevinJones True North, *0.00

1 -GridNorth,"
COMPANYWÑBSITE www.nativenavigation.com Grid North, *l

Land Lateral Target#1 Radius 4484.00 4892.80 716.20 41,23 | 715.01 2.00TD Lateral Target#2 Radius 4484.00 5856.49 1679.88 96.T1 -16677.10 2.00

O
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CONFIDENTIAL

Energy of The Rockies
isrco Charnber #1-AX

0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 Swface @RKB
1 100.00 100.00 0.00 0.00 100.00 0.00 0.00 0.00 0 00 0 00 0.00
2 200.00 103.00 0.00 0.00 203.00 0.00 0.00 0.00 0.00 0 00 0.00
3 300.00 100.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0 00 0.00
4 400.00 100,00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0 00 0.00
5 500.00 100.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0 00 0.00
6 600.00 100.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00 9 5/8"Csg Point
7 700.00 100.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
8 800.00 100.00 0.00 0.00 800,00 0.00 0.00 0.00 0.00 0.00 0.00
9 900.00 100.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

10 1000.00 100.00 0.00 0.00 1000,00 0.00 0.00 0.00 0.00 0.00 0.00
11 1100.00 100.00 0.00 0.00 1100.00 0.00 0.00 0.00 0 00 0.00 0.00
12 1200,00 100.00 0.00 0.00 1200.00 0.00 0.00 0.00 0 00 0.00 0.00
13 1300.00 100.00 0.00 0.00 1300.00 0.00 0.00 0.00 0.00 0.00 0.00
14 1400.00 100.00 0.00 0.00 1400.00 0.00 0.00 0.00 0.00 0 00 0.00
15 1500.00 100,00 0.00 0.00 1500.00 0.00 0.00 0.00 0.00 0.00 0.00
16 1600.00 100.00 0.00 0.00 1600.00 0.00 0.00 0.00 0.00 0.00 0.00
17 1700.00 100.00 0.00 0.00 1700,00 0.00 0.00 0.00 0.00 0.00 0.00
18 1800.00 100.00 0.00 0.00 1800.00 0.00 0.00 0.00 0.00 0.00 0.00
19 1900.00 100.00 0.00 0.00 1900.00 0.00 0.00 0.00 0.00 0.00 0.00
20 2000.00 100.00 0.00 0.00 200000 0.00 0.00 0.00 0.00 0.00 0.00
21 2100.00 100.00 0.00 0.00 2100.00 0.00 0.00 0.00 0 00 0.00 0.00
22 2200.00 100.00 0.00 0.00 2200.00 0.00 0.00 0.00 0.00 0.00 0.00
23 2300.00 100.00 0.00 0.00 2300.00 0.00 0.00 0.00 0.00 0.00 0.00
24 2365.00 65.00 0.00 0.00 2365.00 0.00 0.00 0.00 0.00 0.00 0.00 Entrada
25 2400.00 100.00 0.00 0.00 2400.00 0.00 0.00 0.00 0.00 0.00 0.00
26 2500.00 100.00 0.00 0.00 2500.00 0.00 0.00 0.00 0.00 0.00 0.00
27 2600.00 100.00 0.00 0.00 2600.00 0.00 0.00 0.00 0.00 0.00 0.00
28 2700.00 100.00 0.00 0.00 2700.00 0.00 0.00 0.00 0.00 0.00 0.00
29 2754.99 54.99 0.00 0.00 2754.99 0.00 0.00 0.00 0.00 0.00 0.00 Carmel
30 2000.00 100.00 0.00 0.00 2800.00 0.00 0.00 0.00 0.00 0.00 0.00
31 2900.00 100.00 0.00 0.00 2900.00 0.00 0.00 0.00 0.00 0.00 0.00
32 3000.00 100.00 0.00 0.00 3000.00 0.00 0.00 0.00 0.00 0.00 0.00
33 3020.01 20.01 0.00 0.00 3020.01 0.00 0.00 0.00 0.00 0.00 0.00Navajo
34 3100.00 100.00 0.00 0.00 3100.00 0.00 0.00 0.00 0.00 0.00 0.00
35 3200.00 100.00 0.00 0.00 3200.00 0.00 0.00 0.00 0.00 0.00 0.00
36 3300.00 100 00 0.00 0.00 3300.00 0.00 0.00 0.00 0.00 0.00 0.00
37 3312.50 12.50 0.00 0.00 3312.50 0.00 0.00 0.00 0.00 0.00 0.00 Kayenta
38 3386.00 73.50 0.00 0.00 3388.00 0.00 0.00 0.00 0.00 0.00 0.00 Wingate
39 3400.00 100.00 0.00 0.00 3400.00 0.00 0.00 0.00 0.00 0.00 0.00
40 3500.00 100.00 0.00 0.00 3500.00 0.00 0.00 0.00 0.00 0.00 0.00
41 3600.00 100.00 0.00 0.00 3600.00 0.00 0.00 0.00 0.00 0.00 0.00
42 3700.00 100.00 0.00 0.00 3700.00 0.00 0.00 0.00 0.00 0.00 0.00
43 3718.00 18.00 0.00 360.00 3718.00 0.00 0.00 0.00 0.00 0.00 0.00 Chinie
44 3787.80 67 80 0.00 273.30 376780 0.00 0.00 0.00 0 00 -127.87 0.00 KOP (8deg/100'Buid)
45 3800.00 32.20 2.58 273.30 3799.99 0.72 0.05 -0.72 8.00 0.00 8.00
46 3900.00 100.00 10.58 273.30 3899.25 12.17 0.70 -12.15 8.00 0.00 8.00
47 3980.31 60.31 15.40 273.30 3958.00 25.72 1.48 -25.67 8.00 0.00 8.00 Shinarump
48 4000.00 100.00 18.58 273.30 3995.95 37.31 2.15 -37.25 8.00 0.00 8.00
49 4019.12 19.12 20.11 273.30 4014.00 43.64 2.52 43.57 8.00 0.00 8.00 Moenkopi
50 4t00.00 100.00 26.58 273.30 4088.22 75.67 4.36 -75.55 8.00 0.00 8.00
51 4154.53 54.53 30.94 273.30 4136.01 101.90 5.87 -101.73 8 00 0.00 8.00 Oil!Gas¡WaterPossible
52 420000 100.00 34.58 273.30 4174.24 126.50 7.29 -126.29 8 00 0.00 8.00
53 4300.00 100.00 42.58 273.30 4252.36 188.80 10.87 -188.49 8.00 0 00 8.00
54 4400.00 100.00 60.58 273.30 4321.04 261.37 15.05 -260.94 8.00 0 00 8.00
55 4500.00 100.00 58.58 273.30 4378.96 342.79 19.74 442.22 8.00 0 00 8.00
56 4600:00 100.00 66.58 273.30 4424;98 431 48 24.84 430.77 8 00 0 00 6.00
57 4700.00 100,00 74.58 273.30 4458.20 525.71 30.27 -524.84 6.00 0.00 8.00
58 4800.00 100.00 82.58 273.30 4478.00 623.65 35.90 -622.62 8.00 0.00 8.00
59 4892.80 92.80 90.00 273.30 4484.00 716.20 41.23 -715.01 6.00 0.00 8.00 .and LateralTarget
60 4900.00 7.20 90.00 273.30 4484.00 723.39 41.65 -722.19 0.00 0.00 0.00
61 5000.00 100.00 90.00 273.30 4484.00 823.39 47.40 -822.03 0.00 0.00 0.00
62 5085.25 85,25 90.00 273.30 4484.00 908.64 52.31 -907.13 0.00 0.00 0.00
63 5856.49 41.24 90.00 273.30 4484.00 1679.88 96.71 -1677.10 0.00 0.00 0.00 TD



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/08/2010 API NO. ASSIGNED: 43-007-31518

WELL NAME: ARCO CHAMBERS 1-AX(RIGSKID)

OPERATOR: ALKER EXPLORATION LLC ( N1880 ) - PHONE NUMBER: 435-835-4248

CONTACT: STEVEN LUND

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWNE 28 150S 130E Tech Review Initials Date
SURFACE: 2589 FNL 1582 FEL

BOTTOM: 2508 FNL 2030 FWL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.49166 LONGITUDE: -110.46275

UTM SURF EASTINGS:546199 NORTHINGS: 4371268 Surface

FIELD NAME: WILDCAT ( 1 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-77855 PROPOSED FORMATION: MNKP

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. evite

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: ICELANDER (SHALLOW)g¿,

'No. UTB-0000341 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

/'Water Permit R649-3-3. Exception

(No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:(Date: ) Eff Date:

Fee Surf Agreement (Y/N) Siting:

(14 Intent to Commingle (Y/N)
.R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: L



API Number: 4300731518
i Well Name: ARCO CHAMBERS 1-AX(RIGSKID)

Township 15.0 S Range 13.0 E Section 28
Merldlan: SLBM

20 21 22 Operator:ALKER EXPLORATION LLC

Map Prepared:
Map Produced by Diana Mason

I
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREG BELL JOHN R. BAZA

Lieutenant Governor Division Director

February 11, 2010

Alker Exploration LLC
97 North Main Street
Manti, UT 84642

Subject: Arco Chambers 1-AX Well, Surface Location 2589' FNL, 1582' FEL, SW NE, Sec. 28,
T. 15 South, R. 13 East, Bottom Location 2508' FNL, 2030' FWL, SE NW, Sec. 28, T.
15 South, R. 13 East, Carbon County, Utah

Ladies and Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-007-31518.

Sincerely,

Gil Hunt
Associate Director

GLH/js
Enclosures

cc: Carbon County Assessor
Bureau of Land Management. Price Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OR, GAS &



O O

Operator: Alker Exploration LLC
Well Name & Number Arco Chambers 1-AX

API Number: 43-007-31518
Lease: UTU-77855

Surface Location: SW NE Sec. 28 T. 15 South R. 13 East
Bottom Location: SE NW Sec. ] T. 15 South R. 13 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-

538-5284 (please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website at http://oilgas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining, including
but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5thday of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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Page 2
43-007-31518
February 11, 2010

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board"). In
order to avoid the possibility of waste or injury to correlative rights, the operator is requested,
once the well has been drilled, completed, and has produced, to analyze geological and
engineering data generated therefrom, as well as any similar data from surrounding areas if
available. As soon as is practicable after completion of its analysis, and if the analysis
suggests an area larger than the quarter-quarter section upon which the well is located is
being drained, the operator is requested to seek an appropriate



FOrm 310U-3

September 2001) UNITED STATES
FORM APPROVEDDEPARTMENT OF THE INTERIOR
OMB No. 1004-0135BUREAU OF LAND MANAGEMENT
Expires January 31, 2004

5. LEASE DESIGNATION AND SERIAL NUMBER:SUNDRY NOTICES AND REPORTS ON WELLS UTU-77855Do not use thisform forproposals todrill or to re-enter an 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:abandoned well. Use Form 3160-3 (APD) for such proposals

7. UNIT or CA AGREEMENT NAME:SUBMITIN TRIPLICATE- Other instructions on reverse side icelander1.TYPEOFWELL:

OIL GAS OTHER
ALN shd EG

S #1-AX Ñ de2.NAMEOFOPERATOR: Energy of the Rockies
9.APINUMBERAlker ExplorationLLC

0 O S3a.ADDRESSOFOPERATOR 97 North Main Street #2 (P.O. Box 87) 3b. (435) 835-424 Office 10.FIELDANDPOOL,ORWILDCATessv Manti STATE UT zie ## PHONE 435.340.0557 Mobil Wildcat4.LOCATIONOFWELL SWNE
11. County or Parish, StateFOOTAGEATSURFACE: 2589' FNL & 1582 FEL

CarbonQTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 28-T15S-13E
12. CHECK APPROPRIATE BOX (ES) TO INDICATE NATURE OF NOTICE, REPORT, OR DATATYPE OF SUBMISSION

Notice of Intent ACIDIZE DEEPEN PRODUCTION (START/RESUME) WATER SHUT-OFF
ALTER CASING FRACTURE TREAT RECLAMATION Well IntegritySubsequent Report CASINGREPAIR NEWCONSTRUCTION RECOMPLETE X OTHER Spudd wellX CHANGE PLANS PLUG AND ABANDON Temporarily Abandon Set New SurfaceFinalAbandonmentNotice Converttolnjection PLUGBACK WATERDISPOSAL Casing13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 daysfo110wingcompletion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed oncetesting has been completed. Final Abandonment Notices shall be filed only after all requirements, includingreclamation, have been completed, and the operatBECEIVEDdetermined that the site is ready for final inspection.)

* Perform a mechanical integrity test FEB18 2310
The casing failed on the MIT for the Arco Chambers #1-A (APl#43-007-30099) causing a ri WOuweave enAttached please find the following for the ARCO Chambers #1-AX:

- New plat for the new well bore (50' North and 4' West of oldwellbore)
- dN

benriss
UTB-0000341

BHL willremain thname at 2508' FNL and 2ÓN0'FWL

14. I herby certifythatthe foregoing is true and correct
NAME (Printed/Typed)

Steven J,. Lund
Title Engineer

SIGNATURE
DATE 1/31/2010

(THISSPACE FOR FEDERAL OR STATEOFFICE USE)
Approvedby

Beralesem Ennineer FEB1 12010Conditionsof appro I, i d. p i es not warrantor Title
Datecertifythatthe applicantholds legal or equitable titleto those rights in the subject lease

whichwouldentitle the applicantto conduct operations thereon omce PRICE FIELD OFFICETitle 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crimefor any person knowingly and willfullytomake to any department or agency ofthe UnitedState any false, fictitious or fraudulent statements or representations as to any matterwithin its jurisdiction.
(Instructions on reverse)

*U.S. GOVERNM Ti



ENERGY OF THE ROCKIES (EOR) LLC
Well location, ARCO CHAMBERS #1-AX, located -Ti5S, Ri3E, S.L.B.&M. I as shown in the SW 1/4 NE 1/4 of Section
28, T15S, R13E, S.L.B.&M., Carbon County,
Utah. BASIS OF ELEVATION

5291.88' (G.L.O.) SPOT ELEVATIONLOCATEDAT THE NORTHEAST CORNER OF
SECTION 21, T15S, R13E, S.L.B.&M. TAKEN FROM THE/ SUNNYSIDE,QUADRANGLE,UTAH, CARBON COUNTY 7.590 00' MINUTEQUAD. (TOPOGRAPHICMAP) PUBLISHEDBY THE(G.L.O.) UNITEDSTATES DEPARTMENTOF THE INTERIOR,GEOLOGICAL
SURVEY. SAID ELEVATIONIS MARKEDAS BEING 5573 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

<> N
Bottom
Ho/e 1582'

2030'
N

(Comp.)

ARCO CHAMBERSp-AX ° ° ^° °

Elev. Ungraded Ground = 5448'
NOTE: SCALE
THE PROPOSED WELLBEARS S11°4751"W
8082.35' FROMTHE NORTHEASTCORNEROF CERTIFICATE $$i!
SECTION21, T15S, R13E, S.L.B.dcM., LTHIS IS TO CERTlFYTHAT THE ABOVE PREP- LEGEND: -

FIELDNOTES OF ACTUALSURVEYS MA UN
SUPERVISIONAND THAT THE SAME A 18U AND CORREC=

90° SYMBOL BEST OF MY KNOWLEDGEAND BELIE ' No. 161319
= PROPOSED WELLHEAD.

A = SECTION CORNERS LOCATED.
REGIS D S OR
REGISTR90'00 90 00'

REVISED: 01-27-10 C.C. STATE O PG Œ(G.L.O.) (G.L.O.) REVISED: 12-30-08 agggga
UDruH ENGINEERING & IAND SURVEYING5280.00' (G.L.O.) BS SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017

SCALE DATE SURVEYED: DATE DRAWN:
1" =

1000°
10-08-08 10-22-08AUTONOMOUSNAD 83 (TARGETBOTTOMHOLE) AUTONOMOUSNAD 83 (SURFACE LOCA110N)LAT1TUDE =

39°29'30.41" (39.491781) LATllUDE =
39°29'29.43"

(39.491508) PARTY REFERENŒSLONGITUDE=
110°28°09.47°

(110.469297) LONGITUDE= 110'27'48.17" (110.463381) SE Cor. Sec. T.A. T.P. S.L. G.L.O. PLATAUTONOMOUSNAD 27 (TARGETBOTTOMHOŒ) AUTONOMOUSNAD 27 (SURFAŒ LOCA¶ON) JJ, 1954 Brass WEATHER FILELATITUDE = 39°29'30.53" (39.491814) LATlTUDE= 39°29'29.55" (39.491542) Cap, 0.7' High,LONGITUDE= 11028'06.92" (110.468589) LONGITUDE= 110°27'45.62" (110.462672) PHe of Stones HOT ENERGYOF THE ROCKIES (EOR)



ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Federal Lease #: UTU-77855

Arco Chambers #1-AX
SWNE, Section 28-Township 15S-Range 13E

Carbon County, Utah

DRILLING PROGNOSIS/Onshore order #1

NOTE: In the process of testing the surface casing on the Arco Chambers #1 for re-entry
the casing was noted to be extremely corroded. A mechanical integrity test was
conducted by pressuring up on the casing. The directive was to pressure up to 1000 psig
and hold for 10 minutes. The surface casing failed at 750 psig and flowed at about 0.5
bbl/minute. The well location will be moved 50 feet north and 4 feet west of its current
position. The new drilling prognosis is as follows:

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS

FORMATION TOP (TVD) SUB SURFACE

Entrada 2,365' + 3,105'
Carmel 2,755' + 2,715'
Navajo 3,020' + 2,450'
Kayenta 3,325' + 2,145'
Wingate 3,386' + 2,084'
Chinle 3,718' + 1,752'
Shinarump 3,958' + 1,512'
Moenkopi 4,014' + 1,456'

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS, OR MINERAL
FORMATIONS

FORMATION TOP CONTENTS

Moenkopi 4,136' Oil/Gas/Water (Possible)

3. PRESSURE CONTROL EQUIPMENT (Schematic Attached - Figure 1)

A) Type: 11" x 3,000 psi WP double-gate BOP and 11" x 3,000 psi WP
annular BOP with hydraulic closing unit. 9-5/8" x l1" x 3,000 psi WP
slip-on welded casing head and 11" x 7-1/16" x 3,000 psi WP tubing head.



ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco Chambers #1-AX

Drilling Prognosis
Page Two

The blowout preventer will be equipped as follows:

1) One set of blind rams.
2) One set of pipe rams.
3) Drilling spool with two side outlets (choke side: 3" minimum and kill

side: 2" minimum).
4) Kill line: Two-inch minimum.
5) Two kill line valves, one of which will be a check valve (two-inch
6) Choke line: Three-inch minimum.
7) Two choke line valves: Three-inch minimum.
8) One manually operated choke: Three-inch minimum.
9) Pressure gauge on choke manifold.
10) Upper kelly cock with handle readily available.
11) Full opening internal blowout preventer or drill pipe safety valve able

to fit all connections.
12) Fillup line to be located above uppermost preventer.

B) Pressure Rating: 3,000 psi.

C) Testing Procedure:

At a minimum, the BOP, choke manifold, and all related equipment will
be pressure tested to the approved working pressure of the BOP stack (if
isolated from the surface casing by means of a test plug) or to 70% of the
internal yield strength of the surface casing (if not isolated from the
surface casing by means of a test plug). Pressure will be maintained for a
period of at least ten minutes or until requirements of the test are met,
whichever is longer.

At a minimum, this pressure test will be performed:
1) When the BOP is initially installed.
2) Whenever any seal subject to test pressure is broken.
3) Following related repairs.
4) At thirty-day intervals.

In addition to the above, the pipe rams will be activated daily, and the
blind rams will be activated each trip (but not more frequently than once
each day). All BOP tests and drills will be recorded in the IADC Driller's
Log (tour sheets).



ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco Chambers #1-AX

Drilling Prognosis
Page Three

D) Choke Manifold Equipment:

All choke lines will be straight lines, unless turns use tee-blocks, or are
targeted with running tees. These lines will be anchored to prevent whip
and vibration.

E) Accumulator:

The accumulator will have sufficient capacity to close all rams (plus the
annular preventer, if applicable) and retain a minimum of 200 psi above
the precharge pressure without the use of the closing-unit pumps. The
fluid reservoir capacity will be double the accumulator capacity and the
fluid level will be maintained at the manufacturer's recommendations.
The BOP system will have two independent power sources to close the
preventers. Nitrogen bottles (three minimum) will be considered one of
these sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to
connecting the closing unit to the BOP stack and at least once every six
months thereafter. The accumulator pressure will be corrected if the
measured precharge pressure is found to be above or below the maximum
or minimum limits as specified on Onshore Oil and Gas Order Number 2.

F) Miscellaneous Information:

The blowout preventer and related pressure-control equipment will be
installed, tested, and maintained in compliance with the specifications in
and requirements of Onshore Oil and Gas Order Number 2. The choke
manifold and BOP extension rods will be located outside the rig sub-
structure. The hydraulic BOP closing unit will be located at least twenty-
five feet from the wellhead, but will be readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will
depend upon the particular drilling rig contracted to drill this hole.



ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco Chambers #1-AX

Drilling Prognosis
Page Four

4. THE PROPOSED CASING AND CEMENTING PROGRAM

A) Casing Program (Surface casing was run when well was originally drilled):

SIZE INTERVAL LENGTH DESCRIPTION
9-5/8" 0' - 600' 600' 36#,$55, STC
7" 0' -4,323' 4,323' 20#,g5, LTC

B) Cementing Program:

CASINGlHOLE SIZE CEMENT SLURRY ¿S_X PP_G YIELD

14" Conductor

9 5/8" - 12 1/4" Class 'G 245 15.8 1.15

CASINGlHOLE SIZE CEMENT SLURRY _SX P.P_G YIELD

7" - 8 3/4" Class 'G' + fluid loss
additive and retarder
as required 400 15.8 1.15

5. MUD PROGRAM:

Well will be drilled with brine water and treated with bactericide. If bentonite mud is
used it will be mixed with fresh water prior to adding KCL. If attapulgite is used it will
be mixed after the 2% KCL solution is achieved.

INTERVAL WEIGHT (PPG) VISCOSITY (SEC) WL (CCS)

to 4,323' 8.5-9.5 ppg 30-60 sec 10-20 ces

Prior to drilling out surface casing, mud-up with low-solids, non-dispersed mud system
utilizing gel (10-12 ppb), caustic soda, and PHPA polymer (1/2 to ½ ppb). Treat out
cement contamination with soda ash and sodium bicarbonate. Mud weight should be
dictated by gas concentration to maintain nearly balanced conditions. Keep trip speeds
down to reduce surge-swab pressure. Keep hole full at all times. Monitor pit volume
constantly as lost circulation should be expected at all times. Sweep hole as dictated by



ALKER EXPLORATION LLC / ENERGY OF THE ROCKIES LLC
Arco Chambers #1-AX

Drilling Prognosis
Page Five

hole conditions. Keep the drill pipe moving at all times. Monitor the system for the
presence of bacteria and treat out accordingly.

5. MUD PROGRAM (Continued):

INTERVAL WEIGHT (PPG) VISCOSITY (SEC) P_H H
(CCS)

KOP to TD 8.5 - 8.6 ppg 36 sec >10 10 ces
(Horizontal leg)

After exiting 7" casing at 4,323', drill out with 2% KCL, gel, polymer, LSND mud
system, adding caustic soda for PH control. Add starch to keep water loss at a minimum,
adding LCM as needed with intermittent sweeps. LCM will consist of cedar fibers and
mica. In the event cedar fibers and mica are not readily available cotton seed hulls and
saw dust will be used. The Moenkopi is not expected to be over pressured, however if
conditions require an increase in mud weight, barite will be added to the mud system for
well control.

6. EVALUATION PROGRAM:

Electric Logging: It is anticipated that a log suite consisting of
(DIL/Sonic/Neutron-Density/GR/Cal)
will be run from TD to bottom of surface casing.

Drillstem Testing: None anticipated.
Coring: None anticipated.
Stimulation: No stimulation has been formulated for this test at this time. The

drill site, as proposed, will be of sufficient size to accommodate all
completion activities.

The proposed Evaluation Program may change at the dis °on of the well site
geologist, with approval from the Authorized Officer, Field Office, Bureau of
Land Management. O &

Whether the well is completed as a dry hole or as a producer, Well Completion and
Recompletion Report and Log Form #3160-4) will be submitted to the V Field
Office not later than thirty (30) days after the completion of the well or after
completion of operations being performed, in accordance with 43 CFR 3164.

Two (2) copies of all logs, core descriptions, core analyses, well test data,
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during the drilling, workover, and/or completion operations will be filed with Form
#3160-4. Samples (cuttings, fluids, and/or gases) will be submitted when requested by
the District Manager, of the Ve al Field Office.

7. ABNORMAL CONDITIONS

No abnormal temperatures or pressures are anticipated. A maximum bottomhole
pressure gradient of 0.43 psi per ft (8.3 ppg) is expected.

8. ANTICIPATED STARTING DATES AND MISCELLANEOUS

A. Anticipated Starting Dates:
Anticipated Commencement date - January 30, 2010
Drilling Days - Approximately 20 Days
Completion Days - Approximately 20 Days

B. Miscellaneous:

There shall be no deviation from the proposed drilling and/or workover program
as approved. Safe drilling and operating practices must be observed.

All wells, whether drilling, producing, suspended or abandoned shall be identified
in accordance with 43 CFR 3162.6. There shall be a sign or marker with the name
of the operator, the lease serial number, the well number and the surveyed
description of the well.

Any chairge operation must have prior approval from the Authorized Officer
(AO), al Field Office, Bureau of Land Management. Pressure tests are
require before drilling out from under all casing strings set and cemented in
place. Blowout preventer controls will remain in use until the well is either
completed or abandoned. Preventers will be inspected and operated at least daily
to insure good mechanical working order, and this inspection will be recorded on
the daily drilling report. All BOP tests must be recorded in the daily drilling
report.

The spud date will be orally reported to the V Field Office within forty-eight
(48) hours after spudding. If spudding occurs on a weekend or holiday, this report
will be called in on the next regular workday following spudding of the well.

In accordance with Onshore Oil & Gas Order Number 1, this well will be
reported on MMS Form #3160-6, Monthly Report of Operations and
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month until the well is physically plugged and abandoned. This report will be
filed directly with the Royalty Management Program, Minerals Management
Service, P. O. Box 17110, Denver, Colorado 80217.

All undesirable events (fires, accidents b
oc

outs, spills, discharges) as specified
in NTL-3A will be reported to the V Field Office. Major events will be
reported verbally within twenty-four (24) hours and will be followed with a
written report within fifteen (15) days. "Other than Major Events" will be
reported in writing within fifteen (15) days. "Minor Events" will be reported on
the Monthly Report of Operations and Production (Form #3160-6).

No well abandonment operations will be commenced without the prior approval
of the Authorized Officer. In the case of newly-drilled dry holes or failurgagd
in emergency situations, oral approval will be obtained from the V af 'Field
Office Petroleum Engineer. A Notice ofIntention to Abandon (Form 3160-5) will
be filed with the Authorized Officer within fifteen (15) days following the
granting of oral approval to plug and abandon.

Upon completion of approved plugging, a regulation marker will be erected in
accordance with 43 CFR 3162.6. The following information will be permanently
placed on the marker with a plate, cap, or beaded-on with a welding torch:
Company Name, Well Name and Number, Location by Quarter/Quarter,Section,
Township, Range, and the Federal Lease Number.

A Subsequent Report of Abandonment (Form #3160-5) will be submitted within
thirty (30) days following the actual plugging of the well bore. This report will
indicate where plugs were placed and the current status of surface restoration
operations. If surface restoration has not been completed at that time, a follow-up
report on Form #3160-5 will be filed when all surface restoration work has been
completed and the location is considered ready for final inspection.

Pursuant to NTL-4A, lessees and operators are authorized to vent/flare gas during
initial well evaluation tests, not exceeding a period of thirty (30) days or the
production of fifty (50) MMCF of gas, whichever occurs first. An application
must be filed with the Authorized Officer, and approval received, for any
venting/flaring of gas beyond the initial (30) day or otherwise authorized test
period.

Not later than the _5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a wel which has been off production for more than
ninety 90) days, the operator shall notify the Authorized Ofñeer by letter
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"Sundry Notice", of the date on which such production has begun or resumed.
The notification shall provide as a minimum, the following informational items:

a. Operator name, address, and telephone number.
b. Well name and number.
c. Well location "1/4, 1/4, Section, Township, Range, P.M."
d. Date well was placed in a producing status.
e. The nature of the wells production, i.e.: crude oil casing gas, or natural gas

and entrained liquid hydrocarbons.
f. The OCS, Federal or Indian lease prefix and number on which the well is

located. Otherwise, the non-Federal or non-Indian land category, i.e.: state
or private.

Within sixty (60) days following construction of a new tank battery, a site facility
diagram of the battery showing actual conditions and piping must be submitted to
the Authorized Officer. Facility diagrams shall be filed within sixty (60) days
after existing facilities are modified. For complete information as to what is
required on these diagrams, please refer to 43 CFR 3162.7-4 (d).

Pursuant to Onshore Oil & Gas Order Number 1, lessees and operators have the
responsibility to see that their exploration, development, production, and
construction operations are conducted in such a manner which conforms with
applicable Federal laws and regulations and with State and Local laws and
regulations to the extent that such State and local laws are applicable to operations
on Federal and Indian lands.

Date: Prepared by: Steven J. Lund

Ste n J. Lund

Please direct all correspondence regarding this permit to:

Steven J. Lund
435.340.0557



JOB NUMBER TBD Northing, ft 437140.00 Latitude 39.491508 +/-North
JOB START DATE 2/15/2010 Easting, it 546144.00 Longitude 110,463381 +I- East

JOB END DATE Elevation, ft 5448' G.E. Slot Name|A.C. #1-AX
COMPANY NAME Natio Naugation Vert Sect 273 30 TVD Ref RKB le

AFEIAPi# 43-007-30099 Unig it or m Feet | Prql to sit 0.00

LOCATION Carbon County, UT Magnetic Date 1/29/10
RIG NAME Gunnison Field Str, nT 2045.00 270 90

REPRESENTAYlVE Tim McDonald Declination, * 11.55
DIRECTIONAL DRILLERS Monte Archerl Damell McQuitty Dip Angle,•65.28 -MagNorni,6

MWD COMPANY Natio Nampation Mag North, * 11.55 2 TrueNorth,"
MWD PERSONNEL Tom Hartley / Kevin Jones True North, * 0.00 -Grd Nonh, "

COMPANYWEBSITE www.nationavigation.com Grid North,

Land Lateral Target #1 Radius 4484.00 [ 4892.80 [ 716 20 I 41.23 I 715.01 I 2.00
TD Lateral Target#2 Radius 4484.00 | 5856.49 | 1679.88 96.71 1 -16677.10 [ 2.00

C">
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CONFIDENTIAl.
Energy of The Rockies
I rco Chamber #1-AX

0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0 00 Stuface@RKB
1 100.00 100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0 00 0.00
2 200.00 100.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0 00 0.00
3 300.00 100.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0 00 0.00
4 400.00 100.00 0.00 0.00 400,00 0.00 0.00 0.00 0.00 0 00 0.00
5 500.00 100.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0 00 0.00
6 600.00 100,00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0 00 0.00 9 5/8"Csg Point
7 700.00 100.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0 00 0.00
8 800.00 100.00 0.00 0.00 800.00 0 00 0.00 0.00 0.00 0 00 0.00
9 900.00 100.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0 00 0.00

10 1000.00 100.00 0.00 0.00 1000.00 0.00 0.00 0.00 0.00 0 00 0.00
11 1100.00 100.00 0.00 0.00 1103.00 0.00 0.00 0.00 0.00 0.00 0.00
12 1200.00 100.00 0.00 0.00 1200.00 0.00 0.00 0.00 0.00 0.00 000
13 1300.00 100.00 0.00 0.00 1300.00 0.00 0.00 0.00 0.00 0.00 0.00
14 1400.00 100.00 0.00 0.00 1400.00 0.00 0.00 0.00 0 00 0.00 0.00
15 1500.00 100.00 0.00 0.00 1500.00 0.00 0.00 0.00 0.00 0.00 0.00
16 1600.00 100.00 0.00 0.00 1603.00 0.00 0.00 0.00 0.00 0.00 0.00
17 1700.00 100.00 0.00 0.00 1700.00 0.00 0.00 0.00 0.00 0.00 0.00
18 1800.00 100.00 0.00 0.00 1800.00 0.00 0.00 0.00 0.00 0 00 0.00
19 1900.00 100.00 0.00 0.00 1900.00 0.00 0.00 0.00 0.00 0 00 0.00
20 2000.00 100.00 0.00 0.00 2000.00 0.00 0.00 0.00 0 00 0 00 0.00
21 2100.00 100.00 0.00 0.00 2100.00 0.00 0.00 0.00 0.00 0 00 0.00
22 2200.00 100.00 0.00 0.00 2200.00 0.00 0.00 0.00 0.00 0 00 0.00
23 2300.00 100.00 0.00 0.00 2300,00 0.00 0.00 0.00 0.00 0 00 0.00
24 2385.00 65.00 0.00 0.00 2365.00 0.00 0.00 0.00 0.00 0 00 0.00 Entrada
25 2400.00 100.00 0.00 0.00 2403.00 0.00 0.00 0.00 0.00 0 00 0.00
26 2500.00 100.00 0.00 0 00 2500.00 0.00 0.00 0.00 0.00 0 00 0.00
27 2600.00 100.00 0.00 0.00 2600.00 0.00 0.00 0.00 0.00 0 00 0.00
28 2700.00 100.00 0.00 0.00 2700.00 0.00 0.00 0.00 0.00 0 00 0.00
29 2754.99 54.99 0.00 0.00 2754.99 0.00 0.00 0.00 0.00 0 00 0.00 Carmel
30 2800.00 100.00 0.00 0.00 2800.00 0.00 0.00 0.00 0.00 0 00 0.00
31 2000.00 100.00 0.00 0.00 2900.00 0.00 0.00 0.00 0.00 0 00 0.00
32 3000.00 100.00 0.00 0.00 3000.00 0.00 0.00 0.00 0 00 000 0 00
33 3020.01 20.01 0,00 0.00 3020.01 0.00 0.00 0.00 0.00 0 00 0.00 Navajo
34 3100.00 100.00 0.00 0.00 3100.00 0.00 0.00 0.00 0.00 0 00 0.00
35 3200.00 100.00 0.00 0.00 3200.00 0.00 0.00 0.00 0.00 0 00 0.00
36 3300.00 100.00 0.00 0.00 3300.00 0.00 0.00 0.00 0 00 0 00 0.00
37 3312.50 12.50 0.00 0.00 3312.50 0.00 0.00 0.00 0.00 0 00 0.00 Kayenta
38 3386.00 73.50 0.00 0.00 3386.00 0.00 0.00 0.00 0.00 0 00 0.00 Wingate
39 3400.00 100.00 0.00 0.00 3400.00 0.00 0.00 0.00 0.00 0 00 0.00
40 3500.00 100.00 0.00 0.00 350000 0.00 0.00 0.00 0 00 0 00 0.00
41 3600.00 100.00 0.00 0.00 3600.00 0.00 0.00 0.00 0.00 0 00 0.00
42 3700.00 100.00 0.00 0.00 370000 0.00 0.00 0.00 0.00 0 00 0.00
43 3718.00 18.00 0.00 360.00 3718.00 0.00 0.00 0.00 0.00 0 00 0.00 Chinle
44 3787.80 67.80 0.00 273.30 3767.80 0.00 0.00 0.00 0 00 -12TB7 0 00 KOP(8degiiCD'Buid)
45 3800.00 32.20 2.58 273.30 3799.99 0.72 0.05 4).72 8.00 0.00 8.00
46 3900.00 100.00 10.58 273.30 3899.25 12.17 0.70 -12.15 8.00 0.00 8.00
47 3980.31 60.31 15.40 273.30 3958.00 25.72 1.48 -25.67 8.00 0.00 8.00 Shinatump
48 4000.00 100.00 18.58 273.30 3995.95 37.31 2.15 -37.25 8.00 0.00 8.00
49 4019.12 19.12 20.11 273.30 4014.00 43,64 2.52 43.57 8.00 0.00 8.00 Moenkopi
50 4100.00 100.00 26.58 273.30 4088.22 75.67 4.36 -75.55 8.00 0.00 8.00
51 4154.53 54.53 30.94 273.30 4138.01 101.90 5.87 -101.73 8.00 0.00 8.00 Oil!Gas¡WaterPossible
52 4200.00 t00.00 34.58 273.30 4174.24 126.50 7.29 -126.29 8.00 0 00 8.00
53 4300.00 100,00 42.58 273.30 4252.36 188.80 10.87 -188.49 8.00 0 00 8.00
54 4400.00 100.00 50.58 273.30 4321.04 281.37 15.05 -260.94 8.00 0 00 8.00
55 4500.00 100.00 68.58 273.30 4378.96 342.79 19.74 -342.22 8.00 0 00 8.00
56 4000.00 100.00 66.58 273.30 4424.98 431.48 24.84 430.77 8.00 000 8.00
57 4700.00 100.00 74.58 273.30 4458.20 525.71 30.27 -524.84 B.00 0 00 6.00
58 4800.00 100.00 82.58 273.30 4478.00 623.65 35.90 -622.62 8.00 0 00 8.00
59 4892.80 92.80 90.00 273.30 4484.00 716.20 41.23 -715.01 8.00 0 00 8.00 Land LateralTarget
60 4900.00 7.20 90.00 273.30 4484.00 723.39 41.65 -722.19 0.00 0 00 0.00
61 5000.00 100.00 90.00 273.30 4484.00 823.39 47.40 -822.03 0.00 0.00 0.00
62 5085.25 85.25 90.00 273.30 4484.00 908.64 52.31 -907.13 0.00 0.00 0.00
63 5856.49 771.24 90.00 273.30 4484.00 1679.88 96.11 -1677.10 0.00 0.00 0.00 TD



Lormalbu-a
(September 2001) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires January 31, 2004

5. LEASE DESIGNATION AND SERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS UTU-77855
Do not use thisform for proposals to drill or to re-enter an 6.IFINDIAN, ALLOTTEEORTRIBENAME:

abandoned well. Use Form 3160-3 (APD) for such proposals
7. UNIT or CA AGREEMENT NAME:

SUBMIT IN TRIPUCATE - Other instructions on reverse side Icelander
1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL GAS OTHER Arco Chambers #1-AX A Q
2.NAMEOFOPERATOR: Energy of the Rockies 9.APINUMBER

Alker Exploration LLC 0 g 00) SiŠlg
3a.ADDRESSOFOPERATOR 97 North Main Street #2 (P.O. Box 87) 3b (435) 835-424 Office 10.FIELDANDPOOL,ORWILDCAT

civv Manti STATE UT ZIP PHONE 435.340.0557 Mobil Wildcat
4. LOCATION OF WELL SWNE 11. County or Parish, State

FOOTAGEATSURFACE: 2589' FNL & 1582 FEL Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 28-T15S-13 E
u. CHECK APPROPRIATE BOX (ES) TO INDICATE NATURE OF NOTICE, REPORT, OR DATA

TYPE OF SUBMISSION

Notice of Intent ACIDIZE DEEPEN PRODUCTION (START/RESUME) WATER SHUT-OFF

ALTER CASING FRACTURE TREAT RECLAMATION Well Integrity

Subsequent Report CASING REPAIR NEW CONSTRUCTION RECOMPLETE X OTHER

CHANGE PLANS PLUG AND ABANDON Temporarily Abandon

Final Abandomnent Notice convertto Injection PLUG BACK X WATER DISPOSAL

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof

If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days

following completion of the involvedoperations. If the operation results in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once

testing has been completed. Final Abandonment Notices shall be filed only after all requirements, includingreclamation, have been completed, and the operator has

determined that the site is ready for final inspection.) A©©©Þtedby the* Accept liability for transporting produced water from Grassy Trails Utah Division ofOff, Gas and Mining
Energy of the Rockies and Alker Exploration willuse produced water to drill this RRECgDONThe produced water willcome from the Grassy Trails oilfield operated by Genesis Petroleum .

Energy of the Rockies and Alker Exploration willaccept all liabilityfor transportingthisproduced water
from Grassy Trails to the Arco Chambers #1-AX willstore the produced water in a lined
reserve pit to support all drilling operations.

FEB16 2010 CONFIDENTIAL
14. I herby certify that the foregoing is true and correct

NAME (Printed/Typed)

Steven J. Lund Title Engineer

SIGNATURE DATE 2/4/2010

(THIS SPACEEFOR FEDERALOR STATE OFFICE USE)

Appoved by

Conditions of approval, if any are attached. Approval of this notice does not warrant or Title Date

certify that the applicant holds legal or equitable titleto those rights in the subject lease

which would entitle the applicantto conduct operations thereon orace PRICE FIELD OFFICE
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfullyto make to any department or agency of the United

State any false, fictitious or fraudulent statements or representations as to any matterwithin its jurisdiction.

(Instructions on reverse) *U.S. GOVERNMENT PRINTING OFF1CE 2001-773 001/46035

no••



septe 2001) UNITED STATES FORMAPPROVED
DEPARTMENT OF THE INTERIOR ud ËcÌ LMBOMB No. 10044135
BUREAU OF LAND MANAGEMENT Expires January 31, 2004

5 LEASEDESIGNATION ANDSERIAL NUMBER:
SUNDRY NOTICES AND REPORTS ON WELLS UTU-77855

Do not use thisform for proposals to drillor to re-enter an 6.IFINDIAN, ALLOTTEEORTRIBENAME:
abandoned well. Use Form 3160-3 (APD)for such proposals

7. UNITor CA AGREEMENT NAME:

SUBMIT IN TRIPLICATE- Other instructions on reverse side Icelander
i TYPEOF WELL: 8. WELL NAME andNUMBER:

OIL GAS OTHER Arco Chambers #1-AX
1 NAMEOFOPERATOR: 9. API NUMBER

Alker Exploration LLC 43-007-31518
3a.ADDRESSOFOPERATOR 5360 VineHillRoad (435) 835-424 Office 10.PIRDANDPOOL.,ORWILDCAT

crrv Sebastopol STATE CA ZIP 95472 |PHONE 435.340.0557 Mobil Wildcat
LOCATIONOFWELL SWNE 11. County orParish, State
FOOTAGBATSURFACE: 2589' FNL& 1582 FEL Carbon

QTR/QTR,SECTION.TOWNSHIP,RANGE.MBRIDIAN: 28-T15S-13E
12. CHECK APPROPRIATE BOX (ES) TO INDICATE NATURE OF NOTICE, REPORT, OR DATA

TYPE OF SUBMISSION

Noticeoffntent ACIDIZE DEEPEN PRODUCTION(START/RESUME) WATERSBUT<>FF

ALTER CASING FRACTURE TREAT RECLAMATION WellIntegrity

Subsequent Report CASINGREPAIR NEwcoNSTRUCTION RECOMPI.ETE X onisa Spudd well
X CHANGEPLANS PLUGANDABANDON TemporarilyAbandon Set New Surface

Final Abandonment Notice convento iniection PLuo BAcK WATERDISPOSAL Û8Sing

13. DescribeProposed or CompletedOperation(clearlystate allpertinent details,including estimated startingdate of anyproposed work and approximate durationthereof.
If tite proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measuredand truevertical depthsof allpertinent markersandzones.
AttachtheBond underwhichthework willbe performed or provide theBondNo. onfilewithBLM/BIA. Requiredsubsequentreportsshallbe filedwithin 30 days
following completionof the involved operations.If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shallbe filed once
testing hasbeen completed.Final Abandonment Notices shall be filedonlyafterallrequirements, includingreclamation, havebeen completed,and the operatorhas
determinedthatthesite is readyforfmalinspection.)

* Perform a mechanical Integrity test
The Arco Chambers #1-A failed an MIT. The rigwas skid and theArco Chambers #1-AX was Spud accordingly:
This wellwas spud at 11:00 am, January 30, 2010
Set 8' on 14" conductor
Drilled610' on 12 1/4" hole, set 600' of 9 5/8"J-55 Casing
Cement with310 sacks of Premium Cement, Good returns tosurface(2/3/2010)
DrillRat hole and mouse hole for Gunnision Rig 101
Rigdown Ross Drilling,re-grade and level locationfor Gunnsion Rig 101.
Waiting on Gunnision Rig 101
- Bond Number is UTB-0000341

14. I herby certifythattheforegoing is trueandconeet
NAME(Printedfryped)

SIGNATURE

2E/ngin2e0e1r0

(THISSPACE FOR FEDERALOR STATEOFFICE USE)
Approved by

Conditionsof approval, ifany are attached. Approvalof thisnotice does not warrant or Titre cate
certifythatthe applicant holds legal or equitable titletothoserights in thesubject lease
whichwouldentitle theapplicant toconduct operationsthereon ornee
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any person knowinglyand willfullyto make to any department or agency of the United
State anyfalse, fictitiousorfraudulent statements or representations as toany matterwithinits jurisdiction.
(Instructionson reverse) *u.s. coVERNMENT PRINTINGOFFICE 2001-T/3 001/48035

RECEIVED
SEP2 9 2010

DN.OFOIL,GAS&



se e 2001) UNITED STATES MVED
DEPARTMENT OF THE INTERIOR OMB No 1004-0135
BUREAU OF LAND MANAGEMENT Expires January 31, 2004

5. LEASE DESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS UTU-77855
Do not use thisformfor proposals todrillor to re-enter an 6. IF INDIAN, ALLOTTEEORTRIBENAME:
abandoned well. Use Form 3160-3 (APD) for such proposals

1 UNIT or CA AGREEMENT NAME:

SUBMIT IN TRIPLICATE- Other instruátions on reverse side Icelander
L TYPEOFWELL: 8. WELL NAMEandNUMBER:

OIL GAS OTHER Arco Chambers #1-AX
2,NAMEOFOPERATOR: AlkerExplorationLLC 9.APINUMBER

4300731518
3a.ADDRESSOFOPERATOR 53ð0 Vine HillRoad orP.O.Box87,Manti,Utah84642 au (435) 835-424 Office 10. FIELDANDPOOL,ORWILDCAT

CriY Sebastopol stars CA 72 95472 PHONE 435.340.0557 Mobil Wildcat
i LOCATIONOFWEu SWNE 11. County or Parlsh, State

FOOTAGEATSURFACE: 2589' FNL &1582 FEL Carbon
QTIUQTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: 28-T15S-R13E
u. CHECK APPROPRIATE BOX (ES) TO INDICATE NATURE OF NOTICE, REPORT, OR DATA

TYPE OF SUBMISSION

Notice of Intent AclDIZE DEEPEN PRODUCDON(START/RESUMB) SHUT-OFF

ALTERCASING FRACTURETREAT RECLAMATION Integrity

SubsequentRep0ft CASINGREPAIR NEWCONSTRUCTFON RECOMPLETE THER

CHANGE PLANS PLUG ANDABANDON TempormilyAbandon

FinalAbandonment Notice Convertto Injection PLUGBACK WATER DISPOSAL

13. Describe Proposed or CompletedOperation(clearlystate all pertinent details,includingestimated startingdateof any proposed workand approximateduration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measuredand true vertical depths of allpertinent markersand zones.
Attach theBondunder which theworkwill be perfonned or provide theBondNo on filewithBLM/BIA Required subsequentreportsshallbe filed within 30 days
followingcompletionof the involvedoperations.If theoperationresults in a multiplecompletionor recompletion inanew interval, a Form 3160-4 shall be filed once
testinghasbeencompleted.Final Abandonment Notices shall be filed onlyafterall requirements, includingreclamation, have beencompleted,andtheoperatorhas
determined that the siteis ready forfinalinspection.)

* Monthly Drilling Reports for February, March and April of 2010

See Attached

14. I herbycertifythat the foregolng a trueand correct

NAME(Printed/Typed)

Steven J. un Titie Engineer

SIGNATURE DATE

(THISSPACE FOR FEDERALOR STATEOFFICEL E)
Appmved by

Conditionsof approval, if any are attached Approval of thisnotice does not warrant or Title oate
certifythat the applicant holds legal or equitable titletothoserights in the subject lease
whichwouldentitle theapplicant to conduct operations thereon omoe
Title 18 U.S.C. Section 1001 and Title43 U.S.C. Section 1212, makeit a crime for any person knowinglyand willfullyto make to any department or agency of the United
State any false, fictitiousor fraudulent statements or representations as to any matterwithinitsjurisdiction.
(Instructionson reverse) *U.S.GOVERNMENTPRINTINGOFFICE 2001-T/3 001/46035

RECEIVED
SEP2 9 2010

DIV.0FOIL,GAS&





TRIP #8: 8.5 HOURS TO TRIP 3185'
10 DAYSto get to thispoint... This is really unacceptable pelformance.The factors thatcontribute tothe slow

28-Feb-10 drillingis the fact thatwe are steering away from the others well bore and bit performance has not been as
good as it should have been and triptimeis tooslow. We have had

FINALCOMMENTS FOR FEBRUARY WORK
The biggest problem in February activity is the slow rig up times and triptimes. The crews seem
unsure ofwhat to do. They appear to be unfamiliar withthe rig. Gunnsion assured us thatthese hands
were experienced and new thisrigwell. Trip times of 8.5 hours to trip3185' are unacceptable. I oughtto
take an 2 minutes perstand to pullthis pipe.Even at 5 min.perstand is should take4 hours



ARCOCHAMBERS#¾AX
DATE MARCH 2010 DRILLINGCOMMENTS FOR GUNNISON RIG 101 SUMMARY

1-Mar-10 Drillingand preparing to kick off. KOP looks to be at 3750' MarkKourywillbe geosteoring thewell.
2-Mar-10 Prep for KOP na-assembling the drillstring for kick off.

TRIP #9: 19.5 HOURSTO RE-ASSEMBLE DRILL STRINGAND TRIP fom 3200'
3-Mar-10Slide drilling to kickoff. KOP is at 3750'

Pumps abilityto achieve the rates of 400 - 600 gpm are in question
4-Mar-10Bitselectionstilla problem,lost mudmotor

TRIP#10: 8 HOURSTO TRIP FROM3754'
5-Mar-10 Pumps becoming a real problem not able toachieve theexpectedrates.
6-Mar-10 TRIP#11: 10 HOURS TO TRIP 2963'. DIRECTIONALDRILLERSSPECIFICALLYTOLDNOTTO PUT ON STABLIZER

TRIP#12: 9 HOURS TO TRIP FROM3860' TO REMOVE STABLizER. This one is on Native Nav.
7-Mar-10 Drillinglooks good, slow but directionandcontrolaregood. We are developing some extra angle justin case on an

emergency
Bit TRIP #13: Trip to change bit finding the right bit is going against all normal conventions for this ilthology

8-Mar-10 Trip for 9.5 hours to 3750' CHANGEOUT BITTO HUGHESQ-506FX
HUGHESBITDRILLINGGREAT
Pumps are failing. DrillingSuper was toldto findaltemative pumps in case offailure.

9-Mar-10 TRIP #14: Short trip due to pump fialure.
Per NeilAllen Pumps were recently gone throughand totallyrebuilt,
Liners in pumps washing outand failing. This is causingpoorperformanceonfootage. As soon as we set T' casing

10-Mar-10 pumpswillbe replaces
TRIP #15: DUETO PUMP FAILURE.
Hughes 506 bÍtdrillinggreat,stronglyrecommend for next hole. Pumps failing and belts not proper for pumps

11-Mar-10 TRIP #16: Short trip to casing shoe due to pump failure.
TRIP #17: Trip from casing shoe to surface to change motor and batteries.
New belts were in Casper, why Gunnison doesn't have themon therig is a serious question.I wastoid theyhad 2 of

12-Mar-10everything.
Joe Savage lookingfor replacement pumps. He is notlookingveryhard.

13-Mar-10 22 HOURSWAITINGON BELTS..... THIS ISALLON GUNNISON,ALLEXPENSES FOR THE CAMPFOR THE DAY
RAN 122 JOINTS 7 INCHJ-55 20# CASINGTOTALLENGTH 4930,94
SHOE SET@ 4925.94 FLOATSEig 4883.33 MARKERJOINT20.60

14-Mar-10 SET g 2973
Shut down Gunnison toget rigpumpsrepaired. Joe was toget replacemnent pumps
but didn't findan acceptablepump
AIImovingfor pump repair on Gunnison

15-Mar-10 RIGREPAIRMUDPUMPS
16-Mar-10 RIG REPAIRMUDPUMPS
17-Mar-10 RIG REPAIR MUDPUMPS
18-Mar-10RIG REPAIRMUDPUMPS
19-Mar-10 RIG REPAIRMUDPUMPS
20-Mar-10RIG REPAIRMUDPUMPS
21-Mar-10RIG REPAIRMUDPUMPS
22-Mar-10 RIGREPAIRMUDPUMPS
23-Mar-10 RIGREPAIRMUDPUMPS
24-Mar-10 RIGREPAIRMUDPUMPS
25-Mar-10 RIGREPAIRMUDPUMPS
26-Mar-10 RIG REPAIR MUDPUMPS
27-Mar-10 RIG REPAIR MUDPUMPS
28-Mar-10 RIG REPAIRNIUDPUMPS
29-Mar-10 RIG REPAIRMUDPUMPS
30-Mar-10RIG REPAIRMUDPUMPS
31-Mar-10RIGREPAIRMUD



ARCO CHAMBERS#1-AX
DATE

4/1/2010 RIGREPAIRMUDPUMPS
4/2/2010 RIGREPAIRMUDPUMPS
4/3/2010 RIG REPAIRMUDPUMPS
4/4/2010 RIGREPAIRMUDPUMPS
4/5/2010 RIGREPAIRMUDPUMPS
4/6/2010 RIGREPAIRMUDPUMPS
4/7/2010 RIGREPAIRMUDPUMPS
4/8/2010 Pumps repaired. Per Ed Mckelevythepumphad not been ponethroughfor a long time.The pumps had been running

backwards and were in poor condition.
Drillinggoing weit Per HenryAlker, Ed Gray and Steve Lund it is agreed thawe willdrop down and look atthe bottom

4/9/2010 of the BZone and thenmove back up if the bottomdoes not lookgood.
Geo steeringlookinggood. We are on target
Drilling poingwell. Per HenryAlker,Ed GrayandSteve Lund it is agreed thawe willdrop down and lookat the bottom

4/10/2010 of the B Zone and thenmove back up ifthebottom does not look good.
Geo steering lookinggood. We are on target.

4/11/2010 Drillinggoing wellstop at 6308. Saw an increase in P-rate at last 100 feet
4/12/2010 Prep to run image log. Brought Fuel
4/13/2010 Prep to run 4.5" casing. Due to lowexpectation of water productionslotted linerwillbe run from7" shoe toend of lateral
4/14/2010 Casing hanger would not fit in head. Re-worked liner hanger and ran 2582'of 4.5" casing ( 5 jts.)
4/15/2010 Waitingon image log analysis before runningtubingand pump, TOHset RBP



I

STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DivisloN OF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: Alker Exploration Operator Account Number: N 1880

Address: 5360 Vine HillRoad

city Sebastopoi

state CA zip 95472 Phone Number: (435) 340-0557

API Number Wen Name QQ Sec Twp Rng County
..4809780099- Arco Chambers 1-AX 28 15S 13E Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

A 2/1/2010
Comments: Plgase assign a new Entity Number AA

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date EntKy Assignrnent
Number Number Effective Date

Comments:

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entityfor new well(singlewell only) Steven J. Lu
B - Add new well toexistingentity(groupor unitwell) Name (Plea
C - Re-assign well from one existingentity to another existingentity
D - Re-assign well from one existingentityto a new entity kn
E - Other (Explainin 'comments' section) Consultant 10/28/2010

Title Date

(saooo> RECEIVED
OCT2 8 2010

Div.OFOIL,GAS&MINING



STATE OF UTAH FORM 8
DEPARTMENT OF NATURALRESOURCES ' ½ , c

DIVISIONOF OIL, GAS AND MINING S DSERIALNUMBER:

WELL COMPLETION OR RECOMPLET10N REPORT AND LOG
6. IFINDIAN,ALLOITEEORTRIBENAME

1a. TYPE OF WELL:
LL DRY OTHER 7. UNIT « CAnAdGRE NT NAME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:
ZL

HORSZ. EP
RY

FS
R. OTHER Arco Chamber 1-AX

2. NAME OF OPERATOR: 9. API NUMBER:
Alker Exploration LLC 43-007-315|Ñ

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
5360 Vine HillRoad CITY Sebastopol STATE CA zip95472 (435) 340-0557

4. LOCATION OF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:ATSURFACE: SWNE 2589' FNL &1582' FEL

SWNE 28 15S 13E
AŸ ÜÑR0DUCING INTERVALREPORTED BELOW: 2543 FNL & 1480 FWL

12. COUNTY 13. STATEA AL DEPTH: FNL & 1588' FEL Q>g gm Carbon UTAH
fË AÌÈSPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17- ELEVATIONS (DF, RKB, RT, GL):1/3Ò/2010 4/15/2010 4/10/2011 ABANDONED READY TO PRODUCE GR=5452'
18. TOTAL DEPTH: MD 6,268 19. PLUG BACKT.D.: MD 2.775 20. IF MULTIPLECOMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

N/A PLUG SET:
Ivo 4.g Stag TVD 2,77¾ TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

Dual Induction, Guard Log, Gamma Log,Compensated Density, WASWELLCORED? NO YES (Submitanalysis)

CBL, Image Log WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Subnn copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZEIGRADE WEIGHT (it/It.) TOP (MD) BOTTOM (MD) STAGEDC ENTER CNEO
FS S V BL) CEMENT TOP ** AMOUNT PULLED

12 1/4" 9 5/8" J-55 36 #lft 0 600 G 310 0 0
8 3/4" 7" J-55 20#lft 0 4,925 3,172 G 410

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) Moenkopi 4,014 4,588 4,014 4,588 oro Squeezed

(B) Opm Sqwd

(C) O Sqwd

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

RECEIVEDDEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

FEBI6 ?gg
DIVOFOIL,GAS&MIMNO

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

EŒCTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALB (As shown in item @26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL GAS- MCF: - BBU ROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GASIOIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: - BBL: NTERVALSTATUS:
RATES: -+

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBC PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTlON OIL- BBL: GAS- MCF: WATER- BBL- INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBU PROD. METHOD:
RATES: -+

CHOKE SIZE: G. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMAT10N (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetool open, flowing and shut-in pressures and recoveries.

Formation o o m
Descriptions, Contents, etc. Name (Measu Depth)

Moenkopi 4,014 4,588 Sulfur odor in Brine water

35. ADDITIONALREMARKS (include plugging procedure)

Slotted Liner was run in the lateral and then retrieved before P&A, Cement was pumped through the complete lateral

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



CONDUcromw ARCO CHAMBERS #1-AX WELLBORE AFTER P&A

SURFACE CASING: 9 518" 36 fift

hole siza 12 1/4"
Setting depth 60Œ 100 ft Top of Non-Corrosive Get
Cement to surface Non Coir

gg TOC SSŒ

Plug#2 600ft
s e620ft
i i

ft Top of Non-ConosiveGet

i Non Cm.

During drill lost circulation from 998'-1126
Top of cement in 7" at 1025' Gel

cement 50' above retainer
Cement Relainer
Perforations to squeeze annulus between 7" and 9 5/58

intemm«nnecasmor,:-ss,2oem e s
Hole size: 8 3/4" 1Ö50 Top of Non-Corrosive ould not break circulation, lost 100 + sacks of cmt
Setting Depth 4925 94' 100 bbis + of waterigel. Only way to plug is to cut 7" pull
Cement and pump a cement plug with cellophane flakes then

NonCorr 200Œ nue to plug well to surface in 9 Sle" esg

Get , 2365' Entrada

TOC 2755' Carme!

Top of4 112"stub 282f

PRODUCTION CASING: 4 1/2" 112Itt 2982' 3020' Navajo
Plug #1 3326' Kayenta Prepare to set 7" pipe at 3325' if necessary

3386" Wingate Iffonnations are competent continue to drill to top of Moenkopi.
; 3718' Chinie if formations are not compelent set pipe below Navajo to seal off H2SICO213958'Shinatump

CIBP 4014' Moenkopi
5210' MD

/ X perE: 4294-4387
X

perf.: 442% frw 29,000 gal fluid
115,00D#sand

naas

4893' bottom of 5



Arco Chambers #1-AX

Measured Depth (ft)

3600 4100 4600 5100 5600 6100 6600
3000 2000

3050 1000
3700 1800
3750 1700
3800 1600
3850 1500

3000 1400
3950 1300

4000 1200 e
4050 1100 $

Q 4100 1000 ¿
4150 000
4200 800

4250 700

4300 600

4350 500

4400 400

---TVD Top of Tm - - - Target -+ - Bottom of Tm GR (APIx 10) -- Gas (units/2) P-rate (min/ftx









DETAIL REPORT FROM PLUGGING THE ARCO CHAMBERS #1-AX
DATEOF WORK DESCRIPT10N

3/10/2011 Move ln Rig, Rig broke down on way in had to tworig in to location 4 1/2 No Charge
Nipple Down wellhead

3/11/2011 Pick tubingrun in hole, tag up at 5204', Pull out of hole
3/14/2011 Run Cement Bond Log, Top of Cement behind 4 1/2" casing = 3040', Cut casing away

from wellhead flange. Shoot casing off at 2982'
3/15/2011 Lay down 68 jointsof 4 1/2" casing Run in hole with tubingto 5204

Per BLMEngineer (Jamie) a retainer must be set, circulationmust be broken before any
Plugging. This willcost us at least 2 days. And one extra wirelinejob and a retainer man

3/16/2011 Rig up cement pump, Pump 70 bbis water to break circulation,lost 20 bbis,
waitingon more water, pump 15 bbls more broke circulation,Pumped 200 sacks of cement
Pulled tubingout of hole, Let cement set for 3 hours, Run in hole to tag cement at 2775'
Topped offwith non-corrosive gel from 2775'-1000'. Pressure test 7" to 500 psi.
Rig up Wireline Truck perforate 7" casing at 1020', Pump 65 bbls to tryto break circulation
Did not break circulation,set retainer at 1000'. Run in hole with stinger, shut down for night.
Plug #1 set from 5204'-2775', Gel plug #1 2775'-1000'

3/17/2011 Sting into retainer, Pump 200 sacks of cement, can't break circulation, flush retainer and
perforations. Let cement cure, Pump 100 sacks of cement no returns, Sting out of retainer
spot 100 sacks of cement on topof retainer, prepare to cut and pull 7" casing to pump LCM
behind the pipe to seal up lost circulationzone. When the 7" casing was run originally
the topof the cement fell back to 1050 +/-, therewas a lost circulation zone in thisarea
when drilling but it was sealed up. The weight of the cement must have re-opened it when
the 7" casing was run and cemented in place. Get welder on location to cut offwell headto shoot 7" casing and cut it off in prep. To pull casing. Rig up wireline company cut csg
at 826', string weight is about 22,000#, pulled 50,000# casing wouldnot release, shut
down for night.

Plug #2 1000'-490', Gel Plug from 490' - 124', Plug #3, 124'-surface.

3/18/2011 Rig up wirelinecut casing offat 630', Casing crew on location without back up tongs.
Need welder to tackevery collar. Called Weatherford talkedto Gene, he said take the cost ofthe welder of their bill.Weatherford deducted traveltimefor leaveing backup tongs
Pulled 630' of 7" casing, run in hole with 2 3/8" tubing,spot cement plug from 67T - 511'.
Let cement set for 3 hours, Run in hole with tubingto tag cement, cement not set up
enough, shut down over night.

3/19/2011 Tagged Cement plug at 574', Pumped a non corrosive plug to surface, broke circulation
circulated gel to pit while setting cement plug from 550' to surface. Begin to rig



CONDUCTom w ARCO CHAMBERS #·1-AX WELLBORE AFTER P&A

SURFACE CASING- 9 Sto" 36 m

hole size: 12 il4"
Settingdepth 600' TODH Top of Non-Conosive Gel
Cementtosurface

TOC 55Œ

620 R

ft Top of Non-Corrosive Gel

During drill lost circulationfrom 99&-112B'
Top of cement in 7 at 1025

cement So'atxwe relainer
¯ cementmetainer

Perforations to squeeze annulus between 7 and 9 Sf58

intemm«miec.siner.:-ss.2om

Hole size 8 3/4" 1Ö50' Top of Non-Conosive Gel ould not break circulalion, lost 100 + sacks of cmt
Selting Depth 4925.94' 100 bbh + of waterigeL Only wayto plug šs to cut 7 pull
Cement and pump a cement plug withcellophane flakes then

2ODU to plugwellto surface in9 5/8" esg

2369 Skada

TOC 2755 Carme!

Top of 4 1/2 282f

PRODUCTION CASING 4 1/2" ilm 2982 3020' Navajo
Plug #1 3325" Kayenia Prepare to set 7 pipe at 3325' if necessary

asse wingate r formations are competentcontinueto drill to top of Moenkopi.
e 371F Chinie if formations are not competent set pipe below Navajo to seal of H2S/CO2

3958' Shinatump
CtBP 4' Moenkapi
5210' MD

/ x part 42esaaer
x

perf 44294489 fra: 29,00Dgaltluid
115,00D#sand

4588

4893' botlem of 5



ENERGY OF THE ROCKIESLLC

97 North Main Street #1 Manti, Utah 84642
Steve@energvoftherockies.com

February 14, 2012

Ms. Rachel Medina

Division of Oil Gas and Minerals
1594 North West Temple
Salt Lake City, Utah 84116

Re: Arco Chambers #1-AX well, P&ASundry Notice, & Well Completion Report

Dear Marvin,

Enclosed is the Sundry Notice to P&A the Arco Chambers #1-AXwell, and the Well Completion Report.

Sincer ly

teven J , un

RECEIVED
FEB16 2012

DIV.0FOIL,GAS&MINING

Office: (435) 835-4248 Mobile: (435) 340-0557 Fax: (435)
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